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46 CFR Ch. I (10–1–12 Edition) § 189.25–25 

§ 189.25–25 Hull equipment. 

(a) At each inspection for certifi-
cation and periodic inspection the in-
spector shall conduct the following 
tests and inspections of hull equip-
ment: 

(1) All watertight doors shall be oper-
ated locally by manual power and also 
by hydraulic or electric power if so 
fitted. Where remote control is fitted, 
the doors shall also be operated by the 
remote control apparatus. 

(2) The remote controls of all valves 
shall be operated. 

(3) An examination of installed 
weight, handling gear and related ship-
board records shall be made to ascer-
tain the condition and suitability of 
the equipment for the service intended. 
In conducting this examination the 
marine inspector shall be guided by the 
provisions of subpart 189.35. Current 
valid certificates and registers, issued 
by a recognized nonprofit organization 
or association approved by the Com-
mandant, may be accepted as prima 
facie evidence of the condition and 
suitability of the weight handling gear. 
Weight handling gear certificates and 
registers will not be issued by the 
Coast Guard. 

[CGFR 67–83, 33 FR 1118, Jan. 27, 1968, as 
amended by USCG–1999–4976, 65 FR 6509, Feb. 
9, 2000] 

§ 189.25–30 Electrical engineering 
equipment. 

(a) For inspection procedures of Elec-
trical Engineering equipment and sys-
tems, see Subchapter J (Electrical En-
gineering) of this chapter. 

§ 189.25–35 Marine engineering equip-
ment. 

(a) For inspection procedures of Ma-
rine Engineering equipment and sys-
tems, see Subchapter F (Marine Engi-
neering) of this chapter. 

§ 189.25–38 Pollution prevention. 

At each inspection for certification 
and periodic inspection, the inspector 
shall examine the vessel to determine 
that it meets the vessel design and 
equipment requirements for pollution 

prevention in 33 CFR part 155, subpart 
B. 

[CGD 71–161R, 37 FR 28263, Dec. 21, 1972; 
USCG–1999–4976, 65 FR 6509, Feb. 9, 2000] 

§ 189.25–40 Sanitary inspection. 

(a) At each inspection for certifi-
cation and periodic inspection, the 
quarters, toilets, and washing spaces, 
galleys, serving pantries, lockers, etc., 
shall be examined by the marine in-
spector to be assured that they are in a 
sanitary condition. 

[CGFR 67–83, 33 FR 1118, Jan. 27, 1968, as 
amended by USCG–1999–4976, 65 FR 6509, Feb. 
9, 2000] 

§ 189.25–45 Fire hazards. 

At each inspection for certification 
and periodic inspection, the inspector 
shall examine the tank tops and bilges 
in the machinery spaces to see that 
there is no accumulation of oil which 
might create a fire hazard. 

[CGFR 67–83, 33 FR 1118, Jan. 27, 1968, as 
amended by USCG–1999–4976, 65 FR 6509, Feb. 
9, 2000] 

§ 189.25–47 Chemical and explosive 
hazards. 

(a) The marine inspector shall in-
spect every chemistry laboratory, sci-
entific laboratory, and chemical store-
room during each inspection for certifi-
cation and periodic inspection. 

(b) Magazines, vans, and chests shall 
be inspected during each inspection for 
certification and periodic inspection. 

[CGFR 67–83, 33 FR 1118, Jan. 27, 1968, as 
amended by USCG–1999–4976, 65 FR 6509, Feb. 
9, 2000; 65 FR 11904, Mar. 7, 2000] 

§ 189.25–50 Inspector not limited. 

(a) Nothing in this subpart shall be 
construed as limiting the inspector 
from making such tests or inspections 
as he deems necessary to be assured of 
the safety and seaworthiness of the 
vessel. 

Subpart 189.27—Annual and 
Periodic Inspections 

§ 189.27–1 Annual inspection. 

(a) Your vessel must undergo an an-
nual inspection within the 3 months 
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